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Solder
one point

10

11

1x

Solder
remaining points

Check perpendicularity!
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Solder
one point
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13

1x

Solder
remaining points

Check perpendicularity!
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15

Solder
one point

Solder
remainging points

Check PCBs parallelism!
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Solder
one point
of each

165x

Push each LED through the front panel until they stick to the sticky paper.
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2x
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18

Masking tape
over LED holes



Building Guide
Shakmat Clock O’Pawn mk2

19

3x

Place the displays 
but do not solder them!

Dot on displays
should be at the bottom
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Slide the Display Helpers 
between the first two and 
last two rows of display pins.
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2x
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Press the displays into place 
with the Display Helpers so that 
they are all held together and aligned.



Building Guide
Shakmat Clock O’Pawn mk2

21

4x

Place the 4 green LEDs 
(one leg is green) but 
do not solder them!

LED polarity

= =
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22

5x

Place the 5 amber LEDs 
but do not solder them!

LED polarity

= =
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Mount the front panel 
and screw two nylon screws 
through the PCB.

232x
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24 Screw a nut onto the ACC jack 
and place the caps on the push buttons

1x 4x 1x
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25 Push each LED through the front panel 
until they stick to the masking tape.
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26 Solder the 4 green LEDs and
cut off the excess leg.
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27 Solder the 5 amber LEDs and
cut off the excess leg.
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28 Solder the first column of display legs 
and cut off the excess.
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29 Solder the second column of display legs 
and cut off the excess.
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30 Solder the third column of display legs 
and cut off the excess.



Building Guide
Shakmat Clock O’Pawn mk2

31 Solder the fourth column of display legs 
and cut off the excess.
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32 Solder the fifth column of display legs 
and cut off the excess.
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33 Solder the last column of display legs 
and cut off the excess.
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34 Check the operation of each button. 
If necessary, heat the previously soldered point
and correct the alignment.



Building Guide
Shakmat Clock O’Pawn mk2

35 If all buttons press freely, 
solder the remaining five points
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36

3x

Place the three jumpers on 
their respective header.
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37

4x

Place the four nuts
on the jacks.
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38 Connect the power cable (red strip down) 
and turn on your system.
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39 When first switched on, the module 
performs a reset. Press play to confirm.

Wait for the reset to complete.

Congratulations, you're done!
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